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PRODUCT TECHNICAL DATA SHEET 

NAME: INTERIOR SMALL REINFORCED 

CODE: 109Z 

DIMENSIONS: 800 x 600 x 22 mm 

WEIGHT: 12.5 kg 

PIECES ON PALLET: 100  

SPECIFICATION AND USE: 

It is a product of softened PVC (cable crumb). 

Application - floors of stables, warehouses, production halls, lawn protection in football stadiums for 

concerts and winter stadiums. 

The product has front and back sides. The obverse side is formed by a “coin tread” and the reverse side 

of the board is full with grooving. The board has an all-round lock, which is designed so that two 

adjacent sides form the upper lock and the opposite lower lock. 

The board dimensions are 800 x 600 mm and the effective area is 0.42 m2, the board thickness is 22 

mm. 

MANUFACTURING PROCESS: 

The product is manufactured on an ETTLINGER injection molding machine, where the nominal 

dimensions are achieved by the shape of the mold. Softened PVC melt (160 ° C) is injected into the 

mold at a pressure of 100 Bar. After the mold has cooled, it is opened (about 15 minutes) and the 

product is removed. After removal of the inflow part, the product is visually assessed for conformity or 

non-conformity according to the following aspects: 

1. the product is compact and has well-outlined contours - it is the conforming product

2. the product is untouched and shows obvious defects in surface quality - it is a non-conforming

product

The injection molding process ensures almost no scrap operation and therefore variant no. 2 is minimal. 

The dimensional quality of the product is checked at random because, as mentioned above, these 

dimensions are given in the form. The decisive moment for the classification of a product conformity, ie 

to be put in stock, is the marking of the production order concerning the products in question, with the 

“RELEASED” stamp and the signature of the production manager or his representative.
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